
APPENDIX A: INSTALLING THE OPTIONAL RAIN HOODS

The optional UPJunior rain hoods provide all-weather pro-
tection for its user panel and connectors in fixed, outdoor 
installations. The rain hood is available in both vertical 
(PN 40.173.020.01) and horizontal (PN 40.173.021.01) mod-
els.

NOTE: When using the rain hoods with loud-
speaker arrays with the MAAM-UPJunior array 

adapter, the maximum splay angle between loud-
speakers is 40°.

INSTALLING THE VERTICAL RAIN HOOD
To install the UPJunior vertical rain hood:

1. Attach any required cables to the UPJunior and then ori-
ent the loudspeaker vertically.

2. Remove the eight screws from the back sides of the
UPJunior.

3. Carefully fit the rain hood over the UPJunior rear panel so
the screw holes are aligned.

4. Insert the previously removed eight screws and tighten
them.

INSTALLING THE HORIZONTAL RAIN HOOD
To install the UPJunior horizontal rain hood:

1. Attach any required cables to the UPJunior and then ori-
ent the loudspeaker horizontally.

2. Remove the six screws from the back sides of the
UPJunior.

3. Carefully fit the rain hood over the UPJunior rear panel so
the screw holes are aligned.

4. Insert the previously removed six screws and tighten
them.
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	Appendix B: Basic Troubleshooting
	The On/Temp LED is not lit and there is no loudspeaker output.
	The On/Temp LED is green but there is no loudspeaker output.
	Hum or noise is produced by the loudspeaker.
	The loudspeaker output is distorted or compressed but the Limit LED is not lit.
	The loudspeaker output is highly compressed and the Limit LEDs are yellow.
	The On/Temp LED is red.
	Only the high- or low-frequency drivers are outputting sound.
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